Attachment E

INDIVIDUAL FLOWS


	SITE DESIGNATION:
	     
	(For those Industrial Users with multiple nondomestic sanitary sewer connections, each connection needs an 

	
	
	an Attachment E.)


Provide the individual wastewater discharge flows of each of your processes or proposed processes.  Include the reference number form the process schematic that corresponds to each process.  (New facilities should provide estimates for each discharge.)
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(gpd)
	
	Maximum Flow (gpd)
	
	Discharge Type (C,B,I)
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	No.
	
	Noncategorical

Wastestreams
	
	Average Flow

(gpd)
	
	Maximum Flow (gpd)
	
	Discharge Type (C,B,I)
	
	Discharge Frequency
	
	Measured or Estimated (M, E)

	

	     
	
	     
	
	     
	
	     
	
	     
	
	     
	
	     

	     
	
	     
	
	     
	
	     
	
	     
	
	     
	
	     

	     
	
	     
	
	     
	
	     
	
	     
	
	     
	
	     

	     
	
	     
	
	     
	
	     
	
	     
	
	     
	
	     

	     
	
	     
	
	     
	
	     
	
	     
	
	     
	
	     

	     
	
	     
	
	     
	
	     
	
	     
	
	     
	
	     

	

	
	Total Wastestreams:
	


1. Categorical Wastestream – A wastestream from an industrial process that is regulated by a categorical standard for particular pollutants.
Noncategorical Wastestream – A wastestream that is not covered by a categorical pretreatment standard including noncontact cooling water, domestic wastewater, and stormwater.  Any groundwater cleanup that is currently discharged to MCWMS would also be listed under noncategorical wastestreams.  If, however, groundwater is used as process water, that water would be listed under the process that uses it.

2. Discharge types are B for batch, C of continuous, and I for intermittent.
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